AP, TOTAL
FRTE. COUNTY

SECTION SHEETS| NO.

365 [01-00273-00~CH| KANE 172 15

STA. T0 STA.

FED. ROAD DIST. N0, [ILLINGIS| FED. AID PROJECT

DATE

BY

\__PROPOSED 8’

MULTI-USE PATH
(BY OTHERS)

TOPSOIL FURNISH & PLACE, 4"

SEEDING, CLASS 2

A
EROSION CONTROL BLANKET (TYP.)

GRADES CHECKED
ISTRUCTURE NOTAT'NS CH'KD

B.M. NOTED

PROFILE [sorveve
PLOTTED

NOTE BOOK

NO.

_§" (TYPJ)]

|

12" POLYMERIZED HOT-MIX ASPHALT
BINDER COURSE, IL-19.0, NSO

AGGREGATE SUBGRADE 12’
(SEE NOTES)

85’

/ \__FULL DEPTH

SAW CUT (TYP.)

85 t=— ¢ KIRK ROAD 85 CONTRACT NO. 83906
il : |
gl -
zl 126/
2 30° ‘
al | vy |
f.j% 12/ , 12’ 12 , 12/ VARIES 1243 _ ' 12 VARIES 6/-13.7" | 12 , 12/ , 12’ , 12/
m | RIGHT-TURN LANE LANE TANE LANE LEFT-TURN LANE | "LEFT-TURN LANE MEDIANes LANE LANE CANE RIGHT-TURN LANE®
- |
| [ P
| . S
S [ —— e VARIES - - I 7/ S D/ S Bt 2 R S il - 2 2%~
I \ 7 /} & -
PROPOSED_ 8 \__FULL DEPTH A\ EXISTING GROUND (TYP.)
MULTI-USE PATH 6" (TYP.) SAW TUT (TYP) .
(BY OTHERS) = W HOT-MIX ASPHALT SURFACE RENOVAL COMBINATION ngﬁgRif;ISTING PAVEMENT COMBINATION CONCRETE
“ HOT- CURB & GUTTER, TYPE B6.24 (TYPJ
- ! COMBINATION CONCRETE CURB & GUTTER, TYPE B6.24
Bs | & 2" POLYMERIZED HOT-MIX ASPHALT
5% SEEDING, CLASS 24 SURFACE COURSE, MIX "F™, N30 CURB & GUTTER, TYPE B6.24ses  CONTINUATION OF WESTBOUND, FREE-FLOW RIGHT-TURN LANE.
z.| | EROSION CoNTROL BLANKET (TYP) 2/, POLYMERIZED HOT-MIX ASPHALT SUBBASE GRANULAR MATERIAL
gEéag BINDER COURSE, IL-19.0, N9O TYPE B 6" (TYP.) #+ CONCRETE MEDIAN, TYPE SB-6 - STA. 127+30.28 TO STA. 129+82.00.
&8s " LANDSCAPED MEDIAN (CROWN AT 2% MINIMUM) - STA. 123+82.00 TO STA. 135+85.00.
sdE3 12" POLYMERIZED HOT-MIX ASPHALT TOPSOIL FURNISH & PLACE, 24 o 2
. L YMERIZED, HO L MIX & SODDING, SALT TOLERANT AGGREGATE SUBGRADE 12" SHALL BE PROVIDED FOR ALL SB-6 MEDIANS.
z|: AGGREGATE SUBGRADE 12" PROPOSED KIRK ROAD TYPICAL SECTION *«ADJACENT TO DUAL LEFT-TURN LANES STORAGE BAY
7|2 g (SEE NOTES) STA. 126+88.78 TO STA. 130+28.50 TYPE B6.12 SHALL BE USED.
REMOVE EXISTING CURB & GUTTER (TYP.)
N o5 ~— ¢ KIRK ROAD 55" N
a 15' . &
o = '5
- VARIES 126-114' < &
& ‘ 30’ , e I
i 1 | 16’ ; = :8
lo] | —
E.S: VARIES 12-0/ 12’ , 12 12/ __ VARIES 4.3-0' _  VARIES 12'-0' _VARIES 13.7'-30 12 , 12/ , 12’ \ 12 Eﬂ 5
| RIGHT-TURN LANE LANE LANE LANE LEFT-TURN LANE | LEFT-TURN LANE |~ LANDSCAPED LANE LANE LANE RIGHT-TURN LANE & &
1AN
|
t 2% MIN. il
’““TE """""""""""" F— VARIES oo it A N S i I Troa st taoa ety 1o L i T 5 """':':::::::::::‘gg;?é, 5 A e

&

COMBINATION CONCRETE
CURB & GUTTER, TYPE B6.12

TOPSOIL _FURNISH & PLACE, 24"
SODDING, SALT TOLERANT

REMOVE EXISTING PAVEMENT

COMBINATION CONCRETE
CURB & GUTTER, TYPE B6.24

SUBBASE GRANULAR MATERIAL,
TYPE B 6 (TYP.)

PROPOSED KIRK ROAD TYPICAL SECTION
STA. 130+28.50 TO STA. 132+48.50

— ¢ KIRK ROAD
85’

e
W L4 7 ]

e e o o ety oot

EXISTING GROUND (TYP.)

COMBINATION CONCRETE
CURB & GUTTER, TYPE B6.24 (TYP.)

REMOVE EXISTING CURB & GUTTER (TYP.)

4/4" HOT-MIX ASPHALT SURFACE REMOVAL

2" POLYMERIZED HOT-MIX ASPHALT
SURFACE COURSE, MIX ‘F", NSO

2'/4"_POLYMERIZED HOT-MIX ASPHALT
BINDER COURSE, IL-19.0 N30

NOTES:

1. PRIOR TO PLACEMENT OF THE BINDER COURSE, STRIP
REFLECTIVE CRACK CONTROL TREATMENT SHALL BE
APPLIED ALONG THE PAVEMENT WIDENING JOINT.

2. ADDITIONAL UNDERCUTS SHALL BE PROVIDED IN THE
FOLLOWING LOCATION AND REPLACED WITH POROUS
GRANULAR EMBANKMENT, SUBGRADE.

STA. 131425 TO STA. 132+48.50 (6)

_dwg#321 _typ6. dgn

MULTI-USE PATH
(BY OTHERS)

EXISTING GROUND (TYP.) —

t_ke_r

yi%j
47172007

15

14

3. ALL UNDERCUT AREAS SHALL BE JUSTIFIED AT THE TIME OF
CONSTRUCTION BY A QUALIFIED SOILS INSPECTOR. A CONE

12’

12’ 12’ ) 3

o’ 12/ { 12

PENETROMETER SHALL BE USED TO TEST THE SUBGRADE

12’ 12

LANE

LANE

LANDSCAPED MEDIAN

LANE LANE

P.G.L.

COMBINATION CONCRETE
CURB & GUTTER, TYPE B6.24 (TYP.)

SUBBASE GRANULAR MATERIAL,
TYPE B 6” (TYPJ)

27, MIN.—~

6" (TYP.)

FULL _DEPTH
SAW CUT (TYP.)

EXISTING BITUMINOUS

AND THE IDOT SUBGRADE STABILITY MANUAL SHALL BE
FOLLOWED. ANY POROUS GRANULAR EMBANKMENT NOT
NEEDED AT THE TIME OF CONSTRUCTION WILL BE
DELETED FROM THE CONTRACT (SEE SPECIAL PROVISIONS).

i

LANE RIGHT-TURN LANE

EXISTING R.O.W.
“DICATED EASEMENT

ED

E
D

—
!
\
1
\
i
'
!
1
t
&
1

_____________________________ i
- PAVEMENT REMOVAL

\__COMBINATION CONCRETE CURB

ILLINOIS DEPARTMENT OF TRANSPORTATION

REMOVE EXISTING PAVEMENT

TOPSOIL. FURNISH & PLACE, 24"
SODDING, SALT TOLERANT

EXISTING KIRK ROAD TYPICAL SECTION
STA. 132+48.50 TO STA, 135+55.00 ~

PAVEMENT (TYP.)

AND GUTTER, TYPE B6.12 (TYP.) ILLINOIS ROUTE 56 AT KIRK / FARNSWORTH

PROPOSED TYPICAL SECTIONS

VERT.

S.CALE= HORIZ. DRAWN BY BAH

DATE" APR 06 2007
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CHECKED BY APS




